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71\ HVAC Louver Head Detail

2" CONTINUOUS INSULATION.
WEATHER BARRIER; OVERLAP
FLASHING.

6" METAL STUD @ 16" O.C;
WITH BATT INSULATION
BETWEEN STUDS.

HORIZONTAL ALUMINUM WALL
PANEL.

VERTICAL 7/8" ALUMINUM

FURRING @ 16" O.C.
HORIZONTALLY.
EXTERIOR SHEATHING.
5/8" GWB.

ALUMINUM THROUGH-WALL
FALSHING.

FLEXIBLE FLASHING, EXTEND

INTO OPENINGS. LAP
FLASHINGS & WEATHER
BARRIER PER MFR'S
INSTRUCTIONS.

BACKER ROD & SEALANT.
ALUMINUM STORM LOUVER &

QOO || OO0

28"

WALL SLEEVE - SEE
MECHANICAL SPECIFICATIONS.

J

VERTICAL ALUMINUM WALL
PANEL.

HORIZONTAL 7/8" ALUMINUM
FURRING @ 16" O.C.

OOO || OO0 J OO0 || OO0

O
O
O
O
O
O
OO0 || OOO

VERTICALLY.

2" CONTINUOUS INSULATION. ‘
I
WEATHER BARRIER; OVERLAP 20"

FLEXIBLE FLASHING.
EXTERIOR SHEATHING. ‘

—q

H
N
e

6" METAL STUD @ 16" O.C;
WITH BATT INSULATION
BETWEEN STUDS.

5/8" GWB.

O
O
O
O
O
O

FLEXIBLE FLASHING, EXTEND

O
O
O

INTO OPENINGS. LAP

FLASHINGS & WEATHER
BARRIER PER MFR'S

INSTRUCTIONS.

BACKER ROD & SEALANT.

ALUMINUM STORM LOUVER &

75\ HVAC Louver Jamb Detail

l\’

Scale: 3" =1'-0"

AS5.1

WALL SLEEVE - SEE
MECHANICAL SPECIFICATIONS.

IOOO

OO0

ALUMINUM STORM LOUVER &

779\ HVAC Louver Sill Detail

Scale: 3" =1'-0"

AS5.1

28"

WALL SLEEVE - SEE
MECHANICAL SPECIFICATIONS.

BACKER ROD & SEALANT.
FLEXIBLE FLASHING, EXTEND
INTO OPENINGS. LAP
FLASHINGS & WEATHER

O] OO0 || OO0

O] OO0 || OOO

O
O

BARRIER PER MFR'S
INSTRUCTIONS.

PANEL.

HORIZONTAL 7/8" ALUMINUM

\
\
\
VERTICAL ALUMINUM WALL |
\
FURRING @ 16" O.C.

VERTICALLY.

2" CONTINUOUS INSULATION.

WEATHER BARRIER. :
EXTERIOR SHEATHING. m Masonry Column Wrap Detail
6" METAL STUD @ 16" O.C.; A5.1 Scale: 3" = 1"-0

WITH BATT INSULATION
BETWEEN STUDS.

5/8" GWB.

BRICK MASONRY.
2" CONTINUOUS INSULATION.

WEATHER BARRIER TO
OVERLAP FLASHING.

EXTERIOR SHEATHING.

ALUMINUM COUNTER
FLASHING; SAW CUT MORTAR
JOINT TO INSTALL REGLET,
INFILL JOINT WITH BACKER ROD

& SEALANT

STEEL BEAM - SEE
STRUCTURAL DRAWINGS.

HEAD JOINT WEEPS AT 24" O.C., >
TYPICAL AT LINTELS.

THROUGH-WALL FLASHING.

BACKER ROD & SEALANT.

ALUMINUM HURRICANE IMPACT
RESISTANT CURTAIN WALL

WITH IMPACT RESISTANT
GLAZING.

m First Floor Canopy Detalil

A5 .1 Scale: 3" =1'-0"

BRICK MASONRY.

8 x 8 x 16 CMU.

SINGLE PLY MEMBRANE
ROOFING SYSTEM - SEE
ROOFING DRAWINGS.

COLUMN WRAP CENTERED ON
STEEL COLUMN, TYP. - SEE
STRUCTURAL DRAWINGS.

(2) WEEPS PER COLUMN WRAP,
TYP.; BOTTOM FLUSH WITH
FLOOR SLAB.

STEEL COLUMN OFF-CENTER IN
COLUMN WRAP @ COLUMNS
AJ02, A.3/02 & A.3/03 - SEE FIRST
FLOOR PLAN A1.0.

STEEL DECK - SEE
STRUCTURAL DRAWINGS.

ALUMINUM FASCIA.

WEATHER BARRIER TO
CONTINUE AROUND CANOPY.
6" METAL STUD FRAMING - SEE
STRUCTURAL DRAWINGS.
BATT INSULATION BETWEEN
STUDS.

ALUMINUM SOFFIT; PROVIDE
VENTED SOFFIT EVERY 72".

BRICK MASONRY.

4 x8x 16 CMU.

COLUMN WRAP CENTERED ON
STEEL COLUMN, TYP. - SEE
STRUCTURAL DRAWINGS.

(2) WEEPS PER COLUMN WRAP,
TYP.; BOTTOM FLUSH WITH
FLOOR SLAB.

SINGLE PLY MEMBRANE
ROOFING SYSTEM - SEE
ROOFING DRAWINGS.

STEEL DECK - SEE
STRUCTURAL DRAWINGS.

ALUMINUM FASCIA.

WEATHER BARRIER TO
CONTINUE AROUND CANOPY.
6" METAL STUD FRAMING - SEE
STRUCTURAL DRAWINGS.
BATT INSULATION BETWEEN
STUDS.

ALUMINUM SOFFIT; PROVIDE
VENTED SOFFIT EVERY 72".

ALUMINUM METAL LETTER;
MECHANICALLY FASTEN
BOTTOM WITH STAINLESS

STEEL FASTENERS WITH
GALVANIC BARRIER COATING
TO MOUNTING RAIL.

6" METAL STUD @ 16" O.C;
WITH BATT INSULATION
BETWEEN STUDS.

SINGLE PLY MEMBRANE
ROOFING SYSTEM - SEE
ROOFING DRAWINGS.

HEAVY DUTY ALUMINUM
MOUNTING RAIL; FASTEN TO
CANOPY SOLID BLOCKING AND
SEAL FASTENERS TO MAINTAIN
WEATHERTIGHT ASSEMBLY.

ALUMINUM FASCIA.

STEEL DECK - SEE
STRUCTURAL DRAWINGS.

3 1/2" METAL FRAMING
BETWEEN STRUCTURAL
OUTRIGGERS TO SUPPORT
SOFFIT.

ALUMINUM SOFFIT; PROVIDE
VENTED SOFFIT EVERY 72".

STRUCTURAL OUTRIGGER,
BEYOND - SEE STRUCTURAL
DRAWINGS.

RETURN 5/8" GWB INTO
WINDOW OPENING, MAINTAIN
1/4" CLEARANCE FROM
CURTAIN WALL & PROVIDE
TEAR-AWAY BEAD, TYP.

VERTICAL 7/8" ALUMINUM
FURRING @ 16" O.C.
HORIZONTALLY.

2" CONTINUOUS INSULATION.

WEATHER BARRIER TO
OVERLAP FLASHING.

HORIZONTAL ALUMINUM WALL
PANEL.

EXTERIOR SHEATHING.

6" METAL STUD @ 16" O.C;
WITH BATT INSULATION
BETWEEN STUDS.

5/8" GWB.

CLIP ANGLE - SEE STRUCTURAL

DRAWINGS.
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122 CINEMA DRIVE WILMINGTON, NC 28403
Office: (910) 791-6707
www.paramounte-eng.com

BACKER ROD & SEALANT.
ALUMINUM HURRICANE IMPACT

RESISTANT CURTAIN WALL
WITH IMPACT RESISTANT
GLAZING.

RETURN 5/8" GWB INTO
WINDOW OPENING, MAINTAIN
1/4" CLEARANCE FROM
CURTAIN WALL & PROVIDE
TEAR-AWAY BEAD, TYP.

VERTICAL 7/8" ALUMINUM
FURRING @ 16" O.C.
HORIZONTALLY.

2" CONTINUOUS INSULATION.

WEATHER BARRIER TO
OVERLAP FLASHING.

HORIZONTAL ALUMINUM WALL
PANEL.

EXTERIOR SHEATHING.

6" METAL STUD @ 16" O.C;
WITH BATT INSULATION
BETWEEN STUDS.

5/8" GWB.
CLIP ANGLE - SEE STRUCTURAL

DRAWINGS.
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WOODSENGINEERING

Consulting Structural Engineers

254 North Front Street  Phone: 910.343.8007
Suite 201 Fax: 910.343.8088
Wilmington, NC 28401 www.woodseng.com

7“4\ Second Floor Canopy Detail

|E CHEATHAMAND ASSOCIATES, P.A.

Scale: 3" =1'-0"

AS5.1

CONSULTING ENGINEERS

3412 ENTERPRISE DRIVE

WILMINGTON, NORTH CAROLINA 28405
PHONE: (910) 4524210
FAX: (910) 452-4211

OFFICE@CHEATHAMPA COM

WWW.CHEATHAMPA COM

JOB#18049  NC LICENSE# C-1073

300 Pomona Drive
Greensboro, NC 27407

CONSULTING Phone: 336-855-0993
ENGINEERS www.skaeng.com

BRICK MASONRY.

STEEL HEADER - SEE
STRUCTURAL DRAWINGS.

BRICK MASONRY.
2" CONTINUOUS INSULATION.

WEATHER BARRIER.
EXTERIOR SHEATHING.

ALUMINUM COUNTER
FLASHING; SAW CUT MORTAR
JOINT TO INSTALL REGLET,
INFILL JOINT WITH BACKER ROD
& SEALANT

STEEL BEAM - SEE
STRUCTURAL DRAWINGS.

712\ Second Floor Canopy Detail

Scale: 3" =1'-0"

AS5.1

8" CMU.

716"\ First Floor Canopy Detail

AS5.1

Scale: 3" =1'-0"
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Wrightsville
Beach
Elementary
School Addition
& Renovation

220 Coral Drive
Wrightsville Beach, NC

Construction Drawings
February 20, 2019

Revisions:
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Exterior Building
Details
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