
Second Floor Canopy Detail
Scale: 3" = 1'-0"
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6" METAL STUD @ 16" O.C.;
WITH BATT INSULATION

BETWEEN STUDS.

BATT INSULATION BETWEEN
STUDS.

VERTICAL 7/8" ALUMINUM
FURRING @ 16" O.C.

HORIZONTALLY.

8" CMU.

ALUMINUM STORM LOUVER & 
WALL SLEEVE - SEE 
MECHANICAL SPECIFICATIONS.

HVAC Louver Head Detail
Scale: 3" = 1'-0"
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First Floor Canopy Detail
Scale: 3" = 1'-0"
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Second Floor Canopy Detail
Scale: 3" = 1'-0"

12
A5.1

Masonry Column Wrap Detail
Scale: 3" = 1'-0"
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5/8" GWB.

6" METAL STUD @ 16" O.C.; 
WITH BATT INSULATION 
BETWEEN STUDS.

EXTERIOR SHEATHING.

WEATHER BARRIER; OVERLAP 
FLASHING.

2" CONTINUOUS INSULATION.

ALUMINUM STORM LOUVER & 
WALL SLEEVE - SEE 
MECHANICAL SPECIFICATIONS.

ALUMINUM THROUGH-WALL 
FALSHING.

HORIZONTAL ALUMINUM WALL 
PANEL.
VERTICAL 7/8" ALUMINUM 
FURRING @ 16" O.C. 
HORIZONTALLY.

BACKER ROD & SEALANT.

5/8" GWB.

6" METAL STUD @ 16" O.C.; 
WITH BATT INSULATION 
BETWEEN STUDS.

EXTERIOR SHEATHING.

WEATHER BARRIER; OVERLAP 
FLEXIBLE FLASHING.

2" CONTINUOUS INSULATION.

BACKER ROD & SEALANT.

VERTICAL ALUMINUM WALL 
PANEL.
HORIZONTAL 7/8" ALUMINUM 
FURRING @ 16" O.C. 
VERTICALLY.

VERTICAL ALUMINUM WALL 
PANEL.

HORIZONTAL 7/8" ALUMINUM 
FURRING @ 16" O.C. 
VERTICALLY.

BACKER ROD & SEALANT.

5/8" GWB.

6" METAL STUD @ 16" O.C.; 
WITH BATT INSULATION 
BETWEEN STUDS.

EXTERIOR SHEATHING.
WEATHER BARRIER.
2" CONTINUOUS INSULATION.

FLEXIBLE FLASHING, EXTEND 
INTO OPENINGS. LAP 
FLASHINGS & WEATHER 
BARRIER PER MFR'S 
INSTRUCTIONS.

FLEXIBLE FLASHING, EXTEND 
INTO OPENINGS. LAP 
FLASHINGS & WEATHER 
BARRIER PER MFR'S 
INSTRUCTIONS.

FLEXIBLE FLASHING, EXTEND 
INTO OPENINGS. LAP 
FLASHINGS & WEATHER 
BARRIER PER MFR'S 
INSTRUCTIONS.

ALUMINUM STORM LOUVER & 
WALL SLEEVE - SEE 
MECHANICAL SPECIFICATIONS.

HVAC Louver Sill Detail
Scale: 3" = 1'-0"
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HVAC Louver Jamb Detail
Scale: 3" = 1'-0"
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BRICK MASONRY.

8 x 8 x 16 CMU.

COLUMN WRAP CENTERED ON 
STEEL COLUMN, TYP. - SEE 
STRUCTURAL DRAWINGS.

2'
-8

"

CL

4"

STEEL COLUMN OFF-CENTER IN 
COLUMN WRAP @ COLUMNS 
A/02, A.3/02 & A.3/03 - SEE FIRST 
FLOOR PLAN A1.0.

ALUMINUM FASCIA.

ALUMINUM SOFFIT; PROVIDE
VENTED SOFFIT EVERY 72".

3 1/2" METAL FRAMING
BETWEEN STRUCTURAL

OUTRIGGERS TO SUPPORT
SOFFIT.

STRUCTURAL OUTRIGGER,
BEYOND - SEE STRUCTURAL

DRAWINGS.

SINGLE PLY MEMBRANE
ROOFING SYSTEM - SEE

ROOFING DRAWINGS.

STEEL DECK - SEE
STRUCTURAL DRAWINGS.

BRICK MASONRY.

2" CONTINUOUS INSULATION.

WEATHER BARRIER.

STEEL BEAM - SEE
STRUCTURAL DRAWINGS.

ALUMINUM FASCIA.

ALUMINUM SOFFIT; PROVIDE
VENTED SOFFIT EVERY 72".

6" METAL STUD FRAMING - SEE
STRUCTURAL DRAWINGS.

SINGLE PLY MEMBRANE
ROOFING SYSTEM - SEE

ROOFING DRAWINGS.

STEEL DECK - SEE
STRUCTURAL DRAWINGS.

BATT INSULATION BETWEEN
STUDS.

BRICK MASONRY.

WEATHER BARRIER TO
CONTINUE AROUND CANOPY.

2" CONTINUOUS INSULATION.
WEATHER BARRIER TO

OVERLAP FLASHING.

HORIZONTAL ALUMINUM WALL
PANEL.

VERTICAL 7/8" ALUMINUM
FURRING @ 16" O.C.

HORIZONTALLY.

ALUMINUM FASCIA.

ALUMINUM SOFFIT; PROVIDE
VENTED SOFFIT EVERY 72".

6" METAL STUD FRAMING - SEE
STRUCTURAL DRAWINGS.

SINGLE PLY MEMBRANE
ROOFING SYSTEM - SEE

ROOFING DRAWINGS.

STEEL DECK - SEE
STRUCTURAL DRAWINGS.

WEATHER BARRIER TO
CONTINUE AROUND CANOPY.

2" CONTINUOUS INSULATION.
WEATHER BARRIER TO

OVERLAP FLASHING.

HORIZONTAL ALUMINUM WALL
PANEL.

EXTERIOR SHEATHING.

5/8" GWB.

6" METAL STUD @ 16" O.C.;
WITH BATT INSULATION

BETWEEN STUDS.

EXTERIOR SHEATHING.

5/8" GWB.

ALUMINUM HURRICANE IMPACT
RESISTANT CURTAIN WALL

WITH IMPACT RESISTANT
GLAZING.

BACKER ROD & SEALANT.

RETURN 5/8" GWB INTO
WINDOW OPENING, MAINTAIN

1/4" CLEARANCE FROM
CURTAIN WALL & PROVIDE

TEAR-AWAY BEAD, TYP.

2'-0"

2'
-8

"

2'-0"

BRICK MASONRY.

4 x 8 x 16 CMU.

COLUMN WRAP CENTERED ON 
STEEL COLUMN, TYP. - SEE 
STRUCTURAL DRAWINGS.

CLIP ANGLE - SEE STRUCTURAL
DRAWINGS.

CLIP ANGLE - SEE STRUCTURAL
DRAWINGS.

STEEL HEADER - SEE
STRUCTURAL DRAWINGS.

(2) WEEPS PER COLUMN WRAP, 
TYP.; BOTTOM FLUSH WITH 
FLOOR SLAB.

(2) WEEPS PER COLUMN WRAP, 
TYP.; BOTTOM FLUSH WITH 
FLOOR SLAB.

ALUMINUM COUNTER
FLASHING; SAW CUT MORTAR

JOINT TO INSTALL REGLET,
INFILL JOINT WITH BACKER ROD

& SEALANT

ALUMINUM METAL LETTER;
MECHANICALLY FASTEN

BOTTOM WITH STAINLESS
STEEL FASTENERS WITH

GALVANIC BARRIER COATING
TO MOUNTING RAIL.

HEAVY DUTY ALUMINUM
MOUNTING RAIL; FASTEN TO

CANOPY SOLID BLOCKING AND
SEAL FASTENERS TO MAINTAIN

WEATHERTIGHT ASSEMBLY.

First Floor Canopy Detail
Scale: 3" = 1'-0"

14
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HEAD JOINT WEEPS AT 24" O.C.,
TYPICAL AT LINTELS.

ALUMINUM HURRICANE IMPACT
RESISTANT CURTAIN WALL

WITH IMPACT RESISTANT
GLAZING.

THROUGH-WALL FLASHING.

BACKER ROD & SEALANT.

EXTERIOR SHEATHING.

BRICK MASONRY.

2" CONTINUOUS INSULATION.

WEATHER BARRIER TO
OVERLAP FLASHING.

STEEL BEAM - SEE
STRUCTURAL DRAWINGS.

ALUMINUM COUNTER
FLASHING; SAW CUT MORTAR

JOINT TO INSTALL REGLET,
INFILL JOINT WITH BACKER ROD

& SEALANT

EXTERIOR SHEATHING.

RETURN 5/8" GWB INTO 
WINDOW OPENING, MAINTAIN 
1/4" CLEARANCE FROM 
CURTAIN WALL & PROVIDE 
TEAR-AWAY BEAD, TYP.

6" METAL STUD @ 16" O.C.; 
WITH BATT INSULATION 
BETWEEN STUDS.
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