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ALUMINUM METAL SOFFIT.

SUSPENDED ACT.

CONCRETE SLAB ON STEEL 
DECK; FLOOR FINISH AS 
SCHEDULED.

BRICK MASONRY;
PROVIDE VENEER TIES @ 16" 
O.C. VERTICALLY & 
HORIZONTALLY.

2" CONTINUOUS INSULATION.

WEATHER BARRIER OVER 
EXTERIOR SHEATHING.

6" METAL STUD @ 16" O.C.; BATT 
INSULATION BETWEEN STUDS.

5/8" GWB.

BRICK MASONRY.

8" CMU.

STEEL COLUMN - SEE 
STRUCTURAL DRAWINGS.

ALUMINUM METAL SOFFIT.

STANDING SEAM ALUMINUM 
METAL ROOF SYSTEM - SEE 
ROOFING DRAWINGS.

STEEL ROOF DECK - SEE 
STRUCTURAL DRAWINGS.

LIGHT GAGE METAL TRUSS - 
SEE STRUCTURAL DRAWINGS.

ALUMINUM METAL SOFFIT.

SUSPENDED ACT.

STANDING SEAM ALUMINUM 
METAL ROOF SYSTEM - SEE 
ROOFING DRAWINGS.

STEEL ROOF DECK - SEE 
STRUCTURAL DRAWINGS.

LIGHT GAGE METAL TRUSS - 
SEE STRUCTURAL DRAWINGS.

2" CONTINUOUS INSULATION.
WEATHER BARRIER OVER 
EXTERIOR SHEATHING.

6" METAL STUD @ 16" O.C.; BATT 
INSULATION BETWEEN STUDS.
5/8" GWB.

CONCRETE SLAB ON STEEL
DECK; FLOOR FINISH AS

SCHEDULED.

ALUMINUM METAL SOFFIT.

ALUMINUM METAL WALL PANEL.

ALUMINUM SUNSHADE @ EAST
FACING WALL ONLY.

ALUMINUM CURTAIN WALL.

2" CONTINUOUS INSULATION.
WEATHER BARRIER OVER

EXTERIOR SHEATHING.

BRICK MASONRY;
PROVIDE VENEER TIES @ 16"

O.C. VERTICALLY &
HORIZONTALLY.

STANDING SEAM ALUMINUM
METAL ROOF SYSTEM - SEE

ROOFING DRAWINGS.

STEEL ROOF DECK - SEE
STRUCTURAL DRAWINGS.

CONCRETE SLAB ON GRADE;
FLOOR FINISH AS SCHEDULED.

VAPOR BARRIER.
CLEAN FILL.

CONCRETE FOOTING - SEE
STRUCTURAL DRAWINGS.

(2) LAYERS OF CONTINOUS 
INSULATION.

MIRR.
4-A5.1

ALUMINUM CURTAIN WALL.

MIRR.
14-A5.1

MIRR.
16-A5.1
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7/8" PERFORATED 
CORRUGATED ALUMINUM & 
ALUMINUM J-TRIM CAP.

2x4 PT & REDRIED PURLIN.

4x4 PT & REDRIED POST; 
ANCHOR END POST TO 
MASONRY.

MIRR.
3-A5.2

4-A5.0

MIRR.
16-A5.3

CONCRETE FOOTING - SEE 
STRUCTURAL DRAWINGS.

CASEWORK - SEE SHEET A7.0.
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" +

/-

8" DIA. SAR35 PIPE SLEEVE; SET
POST AND FILL WITH GRAVEL.

STAINLESS STEEL DOWNSPOUT
BOOT - SEE CIVIL DRAWINGS.

STORM DRAIN - SEE CIVIL
DRAWING.

First Floor - Top of Slab
6.30 MSL

Second Floor - Top of Slab
19.97 MSL

Second Floor - Top of Slab
19.97 MSL

Second Floor - Top of Slab
19.97 MSL

2x PT & REDRIED CAP.
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