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WALL SECTIONS, DETAILS
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WILMINGTON

GRACE

BAPTIST

CHURCH

RENOVATIONS TO

3967 MARKET STREET

WILMINGTON, NC 28403

www.hostetlerarchitecture.com

PHONE:  910.612.1119

ARCHITECTURE PLANNING
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LT. GA. STL TRACK W/ (2) ROWS

OF PAF'S @16" O.C.
TRU-WALL LINTEL FLASHING W/ PVC

WEEPS @ 32" O.C. (MAX.)

MORTAR CATCHMENT DEVICE

GROUT FULL

NEW MAPLE WOOD GYM FLOOR

SYSTEM ON VAPOR BARRIER, ON

EXISTING CONCRETE FLOOR SLAB

ADJUSTABLE GALVANIZED BRICK

TIES @ 16" O.C. (EA. WAY)
5/8" ABUSE RESISTANT GYP. BOARD

ON LT. GA. MTL STUD FRAMING

EXT. GRADE

EXISTING CONC. FOORING TO REMAIN

OUTSIDE EDGE OF PEMB STL FRAME

3 5/8" 18 GA. MTL STUD FRAMING @

12" O.C. (MAX.) MODULAR FACE BRICK VENEER TO

MATCH EXISTING

2" R-13 CONT. EPS RIGID CAVITY

INSULATION

MOISTURE BARRIER BLDG WRAP ON

7/16" EXT. GRADE WALL SHEATHING

5/8" ABUSE RESISTANT GYP. BOARD

ON LT. GA. MTL STUD FRAMING

EXISTING WALL CONSTRUCTION AND

FRAMING TO REMAIN

SLOPING BRICK ROWLOCK AT BASE OF

EXISTING METAL SIDING

NEW 'Z' FLASHING TO MATCH FINISH OF

METAL SIDING ON BEAD OF SEALANT, LAP

ENDS OF FLASHING 4" WITH MASTIC

SEALANT

EXISTING METAL SIDING TO REMAIN

(PAINT)

EXISTING STL GIRT

FINISHED FLOOR

ELEV = 0'-0"

EXISTING GIRT

ELEV = 10'-0"
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EXISTING GUTTER AND DOWNSPOUT TO

REMAIN (PAINT)

INSTALL R-19 BATT INSULATION AND NEW

VINYL LINER AND STRAP SYSTEM OVER

EXISTING EXPOSED INSULATION

EXISTING PEMB FRAME TO REMAIN

TOP OF FRAME

ELEV = 22'-0"
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DIAG. CANOPY BRACE, MATCH CANOPY COLOR

METAL FLASHING

PRE-MANUF. METAL CANOPY WITH 8" FLAT

BOTTOM PANELS AND FRONT FASCIA (IMPERIAL

MARQUEE OR EQUAL

2X WOOD BLOCKING AS REQUIRED, PRVIDE

PRESSURE TREATED MATERIAL AT EXT.

2X WOOD BLOCKING AS REQUIRED, PRVIDE

PRESSURE TREATED MATERIAL AT EXT.

2X WOOD BLOCKING AS REQUIRED, PRVIDE

PRESSURE TREATED MATERIAL AT EXT.

NEW 'Z' FLASHING TO MATCH FINISH OF

METAL SIDING ON BEAD OF SEALANT, LAP

ENDS OF FLASHING 4" WITH MASTIC

SEALANT

EXISTING GIRT

ELEV = 10'-0"

4'-0" 11 1/4"

(2) 5/8" DIA. GALV THRU-BOLTS PER DIAG.

BRACE WITH PLATE WASHERS AT INSIDE FACE

OF BLOCKING

5/8" DIA. GALV THRU-BOLTS PER DIAG.

BRACE WITH PLATE WASHERS AT INSIDE FACE

OF BLOCKING

DOUBLE STUDS AT EA. SIDE OF NEW BLOCKING

AT DIAG. SUPPORT BRACES

2X WOOD BLOCKING AS REQUIRED, PRVIDE

PRESSURE TREATED MATERIAL AT EXT.

NOTE:

 DESIGN BASED ON GENERAL AWNINGS 'IMPERIAL MARQUEE' PRODUCT.

FLOOR OR ROOF

TYP
3
/ 16 "

1
/ 4 " PLATE, TYP.

JOIST, BEAM OR PURLIN

1
" 

C
L

R
.

1"

? 3 x 3 x
3

/ 16 " , SEE NOTE

# 2 FOR SPACING

ANGLE, SEE NOTE #3

L3 x 3 x
3

/ 16 " x 1 ' - 4 "

LONG EACH SIDE

CONT. 8" BOND BEAM

w/ (2) #5 CONT.INTERIOR CMU
PARTITION

JOISTS/BEAMS PARALLEL TO WALL

TYP
3

/ 16"

L 6 x 4 x
5

/16 " x 6 "

LONG (LLV)

±1

ANGLE, SEE NOTE #3

L 3 x 3 x
3

/16" , SEE NOTE

# 2 FOR SPACING

L 3 x 3 x
3

/ 16 " x 1 ' - 4 "

LONG EACH SIDE

CONT. 8" BOND BEAM
w/ (2) #5 CONT.

FLOOR OR ROOF

1"

INTERIOR CMU
PARTITION

NOTES:

1 . THIS DETAIL APPLIES WHERE THE DISTANCE BETWEEN INTERSECTING WALLS EXCEEDS

8 ' - 0 " FOR 8 " CMU OR LARGER AND ,6 ' - 0 " FOR 6 " CMU .

2 .  SPACE BRACES @ 10 ' - 0 " o . c . FOR 8 " CMU AND 8 ' - 0 " o . c .

FOR 6 " CMU .

3 .  USE L 2 x 2 x / 16 " FOR LENGTHS LESS THAN 6 ' - 0 " , USE L 3 x 3 x
3

/ 16"

FOR LENGTHS BETWEEN 6 ' - 0 " AND 9 ' - 0 " AND USE L 4 x 4 x
1

/4 "

FOR LENGTHS BETWEEN 9 ' - 0 " AND 12 ' - 0 "

4 .  SEE ARCHITECTURAL DRAWINGS FOR TOP OF WALL ELEVATIONS .

±1

±1

±1

1
"
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R
.

LOCATE @ JOIST

PANEL POINTS

1 "

3

JOIST, BEAM OR PURLIN

JOISTS/BEAMS PERPENDICULAR TO WALL

SCALE: 1"       =    1'-0"

A TYP. WALL SECTION
A301SCALE: 1 1/2"=    1'-0"

1 ALUM. CANOPY DETAIL
A301

SCALE: 3/4"   =    1'-0"

2

TYP. OVERHEAD BRACING

DETAIL AT NON-BEARING CMU WALL
A301

6'-0"

Temp wall panels to be provided,
installed and removed by metal
framing/drywall subcontractor. Temp
walls to be used during exterior wall
demo and re-build.

Construction: Metal stud frame,
plywood skin (both sides), with Tyvek
for weatherproofing on exterior side
and peel and stick waterproofing at
bottom for weather barrier. Brace top
back to exterior wall.


