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DOOR AND FRAME SCHEDULE

MARK

DOOR DESCRIPTION

EL WIDTH HEIGHT THICK GLAZING

F.R.

FRAME

EL JAMB

HARDWARE

KEYSIDE SET NO

NOTES / REMARKS
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PROVIDE ELECTROMAGNETIC HOLD-OPENS EA. LEAF
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*EXISTING TO REMAIN, PREP AND PAINT DOOR AND FRAME

*EXISTING TO REMAIN, PREP AND PAINT DOOR AND FRAME

PAIR OF DOORS

*EXISTING TO REMAIN, PREP AND PAINT DOOR AND FRAME

DEMO EXISTING DAMAGED DOOR AND FRAME
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ALTERNATE S-2:

ALUMINUM

DOOR FRAME ELEVATIONS

A. ALUMINUM

DOOR ELEVATIONS

B. HOLLOW METAL F. WOOD

ALUMINUM

E. WOOD

ALUMINUM HOLLOW METAL HOLLOW METAL

ALTERNATE M-2:

EXISTING ALUM.

WINDOW ELEVATIONS

C. HOLLOW METAL D. HOLLOW METAL

TYPICAL WINDOW NOTES
* WORK TO BE A COMPLETE INSTALLATION INCLUDING ALL INTERIOR FIN. HW TRIM,

FLASHING AND ALL EXTERIOR CLOSURE TRIM.

* PROVIDE TREATED WOOD BLOCKING, JAMB EXTENSIONS, SUB SILL FLASHING AND

PANNING AS REQUIRED FOR A COMPLETE INSTALLATION.

* CAULK INTERIOR AND EXTERIOR PERIMETER OF ALL WINDOW UNITS.

* DIMENSIONS SHOWN ARE APPROXIMATE AND FOR BIDDING PURPOSES ONLY.

VERIFY ALL REQUIRED ROUGH OPENING DIMENSIONS WITH THE WINDOW

MANUFACTURER.

* PROVIDE AND INSTALL INSECT SCREENS ON ALL OPERABLE SASH UNITS.

* WINDOW UNITS TO HAVE EQUALLY DIVIDED SASH UNLESS OTHERWISE NOTED.

* IN ALUMINIUM STOREFRONT, PROVIDE AND INSTALL ADDITIONAL VERTICAL AND

HORIZONTAL MULLION REINFORCEMENT TO COMPLY WITH NCBC WIND LOAD

REQUIREMENTS.

* ALL FIXED & OPERABLE SASHES WITHING REACH OF THE FINISHED FLOOR ARE TO

RECEIVE BETWEEN THE GLASS SNAP-IN BLINDS UNLESS OTHERWISE NOTED.

* ALL OPERABLE SASHES TO BE CRANK OUT CASEMENT TYPE UNLESS OTHERWISE

NOTED.

* PROVIDE INSULATED TEMPERED GLASS WHERE REQUIRED BY THE NORTH

CAROLINA BUILDING CODE.

*  SEE DRAWING SHEET A501 FOR WINDOW FLASHING SEQUENCE

WINDOW SPECIFICATION NOTES
FRAMELESS GLASS WINDOWS-FRAMELESS GLASS WINDOWS-FRAMELESS GLASS WINDOWS-FRAMELESS GLASS WINDOWS-

  MANUF:  DORMA

  PRODUCT:  'PURE-ENCLOSE' FRAMELESS WALL SYSTEM

  SIZES:  REFER TO WINDOW ELEVATIONS

  EXT. FINISH:  N/A

  INT. FINISH:  N/A

  GLAZING:  1/2" CLEAR (TEMPERED IF REQ'D)

  THERMAL PROPERTIES:  N/A

  HARDWARE FINISH:  SATIN NICKEL

  ACCESSORIES: 1 3/4" TOP TRACK, 1" BOTTOM TRACK - CLR ANNODIZE

ALUMINUM STOREFRONT-ALUMINUM STOREFRONT-ALUMINUM STOREFRONT-ALUMINUM STOREFRONT-

  MANUF:   KAWNEER, INC.

  PRODUCT:   FRAME - 'TRI-FAB 451T' STOREFRONT FRAMING SYSTEM

  SIZES:    REFER TO WINDOW ELEVATIONS

  FINISH:    ANNODIZED (COLOR T.B.D.)

  GLAZING:   1" TINTED, INSULATED LOW 'E', TEMPERED GLASS

  THERMAL PROPERTIES:  U-VALUE - .32, SHGC - .25

  ACCESSORIES:

  HARDWARE FINISH:

WINDOW BLINDSWINDOW BLINDSWINDOW BLINDSWINDOW BLINDS:

1. PROVIDE FABRIC ROLLING SOLAR SHADES AT TRANSPARENT

WINDOW UNITS WITH SILLS @ 36" A.F.F. OR BELOW, AND MOUNTED

BETWEEN JAMBS WITH ANGLE ADJUSTMENT BAR AND HEIGHT

ADJUSTMENT METAL CHAIN.

 A. COLOR: T.B.D.

 B. MANUF.:  LOTUS & WINDOWARE (OR APPROVED EQUAL)

DOOR/FRAME/WINDOW KEYNOTES
1. 1" LOW 'E' INSULATED GLASS FOR EXTERIOR GLASS.  1/4" PLATE GLASS FOR

INTERIOR GLAZING.

2. 1" LOW 'E' INSULATED TEMP. GLASS FOR EXTERIOR GLAZING. 1/4" TEMP. GLASS

FOR INTERIOR GLAZING.

3. GLAZING BUTT JOINT.

4. 1" INSULATED METAL CLAD PANEL W/ STUCCO EMBOSSED TEXTURE AND

ANNODIZED FINISH TO MATCH EXISTING FRAME.

5. REMOVEABLE MULLION

6. 1/4" SAFETY GLASS

DOOR AND FRAME NOTES
A. ALUMINUM DOORS AND FRAMESALUMINUM DOORS AND FRAMESALUMINUM DOORS AND FRAMESALUMINUM DOORS AND FRAMES:  PROVIDE KAWNEER TRIFAB 451T UNITS W/

BAKED ENAMEL FINISH (COLOR WHITE), FULL LIGHT DOORS SHALL BE KAWNEER

350 SERIES ENTRY WITH NARROW STYLE FRAME OR APPROVED EQUAL.

B. FRAMELESS GLASS WINDOWFRAMELESS GLASS WINDOWFRAMELESS GLASS WINDOWFRAMELESS GLASS WINDOW:  FRAMELESS GLASS OPENING WITH TOP AND

BOTTOM RECESSED RUNNER, PROVIDE DORMA 'PURE - ENCLOSE' FRAMELESS

WALL SYSTEM OR APPROVED EQUAL.

B. ALL WOOD DOORS TO BE SOLID CORE PREFINISHED:

 NOTESNOTESNOTESNOTES::::

 1. ALL DOOR SKIN SPECIES SHALL BE WALNUT, PREFINISHED

 2. ALL EXPOSED STILES, RAILS, LITE STOPS, ETC. SHALL MATCH SKIN

SPECIES

 3. DOORS SHALL BE FACTORY PRE-FINISHED, STANDARD STAIN.  COLOR

TO BE SELECTED

 4. PROVIDE LIFETIME WARRANTY ON ALL DOORS

 5. PROVIDE TEMPERED GLASS VISION PANELS AS REQUIRED BY CODE

C. ALL  HOLLOW METAL DOORS SHALL BE CECO DOORS 'MAXIM SCHOOL DOORS',

WITH LIFETIME WARRANTY AND STC-38 ACOUSTIC RATING (OR APPROVED

EQUAL)

E. INSULATED METAL PANEL:  FORMED EDGE PANELS W/ ANNODIZED FINISH

MANUFACTURED BY 'MAPES INDUSTRIES, INC.' DESIGN BASED ON 'MAPESSHAPE'

WITH 2# DENSITY POLYSTYRENE AND TOTAL THICKNESS OF 1".  (OR APPROVED

EQUAL)

D. ALL HOLLOW METAL FRAMES TO BE WELDED MITERED CORNERS.

E. CAULK PERIMETER OF ALL FRAMES EA. SIDE.

F. EXT. GLAZING:  1" LOW 'E' INSULATED, TINTED GLASS FOR ALL EXTERIOR DOORS

AND FRAMES, PROVIDE TEMPERED GLASS AT ALL DOORS AND WHERE REQ'D BY

THE NCSBC.

  SHGC - .25

  U-FACTOR (METAL FRAMED) - .45

G. 1/4" SAFETY GLASS FOR INTERIOR DOORS AND FRAMES.

H. 1/4" WIRE GLASS FOR FIRE RATED DOORS AND FRAMES.

J. ALL ALUMINUM, WOOD AND HOLLOW METAL DOORS TO BE 1 3/4" THICK

UNLESS OTHERWISE NOTED.

K. FRAME REINF.:  MANUF. TO PROVIDE THE REQUIRED STEEL REINF. IN

FRAME AS NECESSARY TO MEET MIN. CODE STANDARDS.

L.  WORK SHALL BE A COMPLETE INSTALLATION INCLUDING ALL INTERIOR

SNAP ON TRIM, FLASHING, AND ALUMINUM CLOSURE TRIM.

M. FIELD VERIFY ALL DIMENSIONS PRIOR TO ISSUANCE OF SHOP DRAWINGS

FOR REVIEW BY THE ARCHITECT

N. PROVIDE TEMPERED GLASS WHERE REQUIRED BY THE NORTH CAROLINA

STATE BUILDING CODE. 

ALTERNATE S-1:

'DORMA' FRAMELESS

SYSTEM

(TYP. OF 3)

(TYP. OF 3)

(TYP. OF 6)

(TYP. OF 3)

M119a. B 3'-0" 7'-0" 0'-1 3/4" ~~ ~~ 3 5/601 M119D **
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5/601

5/601

M119A

M120A **

M121 C 3'-0" 7'-0" 0'-1 3/4" 1/4" TEMP. ~~ 4 1/601 M122 **

M123a * 6'-0" 7'-0" 0'-1 3/4" * * * * *EXISTING TO REMAIN

M123b. B 3'-0" 7'-0" 0'-1 3/4" ~~ ~~ 4 5/601 M123A **
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~~

~~
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~~

~~

4

4

4

5/601

5/601

5/601
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~~
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**

~~

~~

*CASED OPENING IN EXISTING LOCATION, NO DOOR LEAVES

*CASED OPENING IN EXISTING LOCATION, NO DOOR LEAVES
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~~
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M118A

**

**

M119a B 3'-0" 7'-0" 0'-1 3/4" ~~ ~~ 4 1/601 M122 **

M119b B 3'-0" 7'-0" 0'-1 3/4" ~~ ~~ 3 5/601 M119C **

M120a

M120b

C

D

3'-0"
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0'-1 3/4"

0'-1 3/4"

1/4" TEMP
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M118A
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C

D

3'-0"

3'-0"

7'-0"

7'-0"

0'-1 3/4"

0'-1 3/4"

1/4" TEMP.

1/4" TEMP.

~~

~~

4

4

1/601

1/601

M122

M119A

**

**

M123f A 6'-0" 7'-0" 0'-1 3/4" 1" INSUL. ~~ 2 4/601 EXT. **

M123b * 3'-0" 7'-0" 0'-1 3/4" ~~ ~~ 4 5/601 ~~ ~~ *CASED OPENING IN EXISTING LOCATION, NO DOOR LEAVES

S100a A 6'-0" 7'-0" 0'-1 3/4" 1" INSUL. ~~ 1 3/601 EXT. ** PAIR OF DOORS

2"

SE
E 

PL
A

N

3 5/8" MTL. STUD
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FRAME (MIN.)

2"
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EXIST. CMU WALL

EXIST. FACE BRICK

ALUM. DOOR
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CAULK PERIM.
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NEW 5/8" GYP. BD. ON 3/4"
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24" O.C. (MAX.) OR AS
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NEW 5/8" GYP. BD.
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 5
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6"

(2) LAYERS MOISTURE BARR.
BUILDING WRAP
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NEW 5/8" GYP. BD. ON MTL
STUD FRAMING

RETURN BRICK AT JAMB

NEW 5/8" GYP. BD.
JAMB

2" RIGID INSULATION

SELF-ADHERED MEMBRANE
FLASHING
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E 

PL
A
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2"HOL. MTL. FRAME
W/ MAS. ANCHORS

GROUT FULL

CONC. BLOCK

CAULK PERIM.
BOTH SIDES

1" BULLNOSE

SCALE: 1 1/2"=    1'-0"

1 HM HEAD & JAMB DTL.
A601SCALE: 1 1/2"=    1'-0"

2 HM HEAD & JAMB DTL.
A601SCALE: 1 1/2"=    1'-0"

3 ALUM. JAMB DTL.
A601

SCALE: 1 1/2"=    1'-0"

4 ALUM. JAMB DTL.
A601SCALE: 1 1/2"=    1'-0"

5 HM JAMB DTL.
A601

SANCTUARY BUILDING 'ALTERNATE S-1'

MESHAW BUILDING 'BASE BID'

MESHAW BUILDING 'ALTERNATE M-2' (OPENINGS CHANGED FROM BASE BID)

MESHAW BUILDING 'ALTERNATE M-1'

**NOTE:
 1.  HARDWARE SHALL BE PROVIDED BY CONTRACTOR WITH A $300 ALLOWANCE PER DOOR AND SHALL INCLUDE ALL HARDWARE FOR A COMPLETE INSTALLATION
 2.  CONTRACTOR SHALL PROVIDE SHOP DRAWINGS AND SUBMITTALS OF THE DOORS, FRAMES AND HARDWARE TO THE ARCHITECT/OWNER FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION

 3.  DOOR KEYING SHALL BE GRANDMASTER KEYED, KEY TO EXISTING SYSTEM.  OWNER MUST APPROVE ALL KEYING BEFORE CYLINERS/LOCKS ARE ORDERED.  THREE KEYS SHALL BE SUPPLIED WITH EACH CORE
      COMBINATION

SANCTUARY BUILDING 'ALTERNATE S-2'


