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1.0 CODES AND STANDARDS:
1.1 “2018 North Carolina State Building Code” and “International Building Code”, 2015.
1.2 “Minimum Design Loads for Buildings and other Structures” SEI/ASCE 7-10.
1.3 “Building Code Requirements for Structural Concrete (ACI 318—08)" American Concrete Institute 2008.
1.4 "Manual of Standard Practice”, Concrete Reinforcing Steel Institute, latest edition.
2.0 DESIGN LOADS:
Project Located in: Town of Wilmington, County of New Hanover, State of North Carolina.
2.1 Gravity Loads: (Reduced where allowed)
Location Uniform Concentrated (over 2.5'x2.5')
Roof Loads:
Dead Load:.....cccovvrevenee. 6.5psf (Superimposed)
Live Load:....ccocvvicinnnn. 20pSf..iiiiis 300lbs
2.2 Drifting Snow Loads per N.C. Building Code.
Pg = 10 psf
I = 1.0
Ce = 09
Ct = 1.2
2.3 Building Category = 1l
2.4 Wind Loads per N.C. State Building Codes, 2018 edition
& ASCE-7-10 a 3-second qust wind speed of 135 mph.
NOTE:
SEE BUILDING SUPPLIERS COVER SHEET
FOR BASE SHEARS AND LOADINGS
2.5 Seismic Loads per 2018 North Carolina State Building Code, IBC 2015 & ASCE-7-10

THE ROOF REPLACEMENT PROJECT DOES NOT
ALTER OR DIMINISH THE LATERAL WIND/ SEISMIC
FORCE RESISTING SYSTEM THE BUILDING WILL
PERFORM AS ORIGINALLY INTENDED

NEW 22ga. PEMB HIDDEN FASTENER
METAL ROOF DECK — SEE MANUFACTURE
REQUIREMENTS FOR FASTENING

CONTRACTORS OPTION TO UTILIZE
EXISTING PURLIN CONFIGURATION &
(2) BOLT ATTACHMENT (CONTACT

ENG./ ARCH. TO VERIFY FINDINGS)

ROOF INSULATION T0 ——~

MATCH EXISTING
(ARCH. TO VERIFY)

NEW 8" Z-SHAPED PURLIN BY
SUPPLIER (CONTRACTOR TO VERIFY
& MATCH EXISTING)

s THICK PEMB CLIP ANGLE
W/ (2) %’ THRU BOLTS TO
BEAM & PURLIN (MIN.)

.

—— EXISTING PEMB STEEL
MOMENT FRAME

— - —  NEW 8" DEEP Z-SHAPE ROOF PURLINS @

5'-0"0.c. (MATCH EXISTING CONFIGURATIONS
& BOLTED CONNECTIONS)

_____ STEEL FRAME MEMBER

WALL's BELOW

% EXISTING COLUMN TO REMAIN

PLAN NOTES:
ALL ROOF STEEL SHOWN IS EXISTING.

PEMB 22 ga. METAL ROOF SYSTEM. CONTRACTOR
TO FIELD VERIFY EXISTING ROOF TO MATCH &
SUPPLY ENG./ ARCH. DATA SHEETS &
CONNECTIONS TO REVIEW PRIOR TO INSTALLATION
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www.AStructuralGuy.com

206B GREENVILLE AVE, CAROLINA BEACH NC 28428
NEW DESIGNS INSPECTIONS RENOVATIONS
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PARTIAL ROOF FRAMING PLAN

SCALE:  3/16” = 1'-0"
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NEW RESIDENCE FOR

GRACE
BAFTIST
CHURCH

WILMINGTON
NORTH CAROLINA

Z'-NOTE: ALL NON—HATCHED LOCATIONS
RETAINED THEIR STRUCTURAL INTEGRITY
| AND ARE NOT CURRENTLY IN NEED OF
REPAIR/ REPLACEMENT
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SCHEMATIC DESIGN : 01.24.18
REVISIONS

MARK DATE DESCRIPTION

0 1-24-19 ISSUED FOR CONSTRUCTION
DRAWN BY: JW PROJ. MGR: JW
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KEY PLAN AND DEMO LOCATION

SCALE:  3/16" = 1'=0

SHEET CONTENT

ROOF REPLACEMENT PLAN
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