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WILMINGTON
NORTH CAROLINA

REPLACE EXISTING
FIXTURE WITH NEW

CONSTRUCTION DOCUMENTS : 2.8.19

REVISIONS
MARK DATE|]  DESCRIPTION

NOTE: PLAN SHOWS RESTORING LIGHTING NOTE: DIMMERS SHALL BE SLIDE TYPE WITH Q
CONTROLS TO PRE—DAMAGED CONDITIONS. PRE—SET, COMPATIBLE WITH FIXTURES/LAMPS TO
UPGRADE TO LATEST CODE NOT IN SLOPE BE CONTROLLED. SIZE FOR MINIMUM 125% OF
OF WORK. LOAD CONTROLLED. PROVIDE 0—10V DIMMING

CONTROL WIRING WHERE REQUIRED. ,
SCOPE OF WORK: NOTE: SHADED FIXTURES ARE EXISTING AND DRAWNBY:  RSG | PROJ. MGR: GLM
AREA SUSTAINED WATER DAMAGE FROM REMAINED IN PLACE AFTER STORM DEMO.
HURRICANE. PROVIDE NEW LIGHT FIXTURES. SHEET CONTENT

REPLACE EXISTING SWITCHES AS SHOWN.
RE—-USE EXISTING BRANCH CIRCUITS. TEST

\—FOR CHANDELIER CIRCUITS FOR INTEGRITY & CONTINUITY. SANCTUARY BUILDING (BASE BID)
BY OWNER SECOND FLOOR PLAN
INSTALLED BY G.C, ELECTRICAL - LIGHTING

SANCTUARY BUILDING (BASE BID)

SECOND FLOOR PLAN — LIGHTING [ | %)




