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DESCRIPTIONDATEMARK

REVISIONS

CONSULTANTS

DRAWN BY: PROJ. MGR:

18013 A302

SHEET CONTENT

JOB NO. SHEET

C 2018

02.08.19CONSTRUCTION DOCUMENTS :

WALL SECTIONS, DETAILS

S
H

A
W

N
 E

. 
H

O
S

T
E

T
L
E

R
1
1
9

2
6

A
R

C
H

IT
E

C
T

 O
F

 R
E

C
O

R
D

NORTH CAROLINA
WILMINGTON

GRACE
BAPTIST
CHURCH

RENOVATIONS TO

3967 MARKET STREET
WILMINGTON, NC 28403

www.hostetlerarchitecture.com

PHONE:  910.612.1119

ARCHITECTURE PLANNING
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TOOTH IN NEW 3/4" HARDWOOD FLOOR

TO MATCH EXISTING WIDTH, REFINISH

ENTIRE PLATFORM, VERIFY COLOR WITH

ARCHITECT

1/2" PAINT GRADE BASE WITH SOLID WD

RADIUS EDGE TOP CAP

3 5/8" LT. GA. MTL STUD PERIMETER WALLS

EXISTING REAR WALL OF PLATFORM

3/4" HARDWOOD FLOORING (MATCH EXISTING

SPECIES AND DIM.) ON 3/4", T&G SUBFLOOR

GLUED AND SCREWED TO NEW TOP PLATE

NEW LT. GA. MTL STUD SUPPORT WALLS

@ 24" O.C. W/ 3 5/8" STUDS @ 16" O.C.,

AND DIAG. BRACING BETWEEN WALLS @

MIDSPAN

(2) ROWS P.A.F.'S @ 32" O.C. (STAGGERED)

HEAVY DUTY RUBBER FURNITURE PAD

FASTENED TO BOTTOM OF RISER STRUCT.

@ 24" O.C. (MAX.)

3 1/2" SOLID WOOD RADIUSED NOSING

3/8" FIN. VENEER RISER RADIUSED TO MATCH

REAR WALL OF PLATFORM, PAINT

EXISTING PLATFORM TO REMAIN

DOUBLE 3/4" PLYWOOD RIBS @ 16" O.C.DOUBLE 3/4" PLYWOOD RIBS @ 16" O.C.

PLATFORM EXISTING
ELEV = +14"

EXISTING FLOOR SLAB
ELEV = 0'-0"

#4 X 14" REBAR DRILLED

AND EPOXY INTO EXISTING

CONC. SLAB @ 24" O.C.

#4 X 14" REBAR DRILLED

AND EPOXY INTO EXISTING

CONC. SLAB @ 24" O.C.

8 3/4" 6"

2X TREATED

3 5/8" MTL. STUD FRAMING @

12" O.C. FASTEN TO CMU REAR

WALL& SUPPORT WALL W/ 1/4"

TAPCON FASTENERS @ 24" O.C.

GROUT FULL

NOTE:
METAL LOCKERS SHALL BE DOUBLE TIER CONFIGURATION WITH POWDER COATED FINISH
OF MANUF. STANDARD COLORS W/ COLOR T.B.D. (REPUBLIC STORAGE SYSTEMS 'SINGLE
POINT II' OR EQUAL)  CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR REVIEW AND
APPROVAL BY OWNER/ARCHITECT.

1'-6" OR AS REQ'D TO MEET MAX. SLOPE
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NEW MAPLE WOOD GYM FLOOR

SYSTEM ON VAPOR BARRIER, ON

EXISTING CONCRETE FLOOR SLAB

SOLID WOOD TRANSITION THRESH-

OLD TO NEW GYM FLOOR SYSTEM

1 : 8 SLOPE (MAX.) PER ANSI A117.1

TABLE 405.2

NOTE:
DESIGN BASED ON ACTION FLOOR SYSTEMS 'ACTION INTERLOC I FLOOR SYSTEM' FLOATING
MAPLE SPORTS FLOOR W/ 1/4" CONT. FOAM PAD.  (OR APPROVED EQUAL)
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(2) BOLT CONNECTION @ EA. VERT.
POST

1 1/2 X 3/4" STL TUBE TOP RAIL AND
1 1/2" X 3/4" VERT. POSTS @ 60" O.C.
MAX. (PAINT)

1 1/2 X 3/4" STL TUBE TOP RAIL AND
1 1/2" X 3/4" VERT. POSTS @ 60" O.C.
MAX. (PAINT)

3/16" STAINLESS STL. CABLE @ 3" O.C.
VERT. (CONT. F/L)

1 X 6 FIN. WD APRON TRIM (PAINT)

1 X 6 FIN. WD TRIM, EASED EDGES (PAINT)

(2) 2X4 WD TOP PLATE

M6 S.S. EYE BOLTS BY NETTING MANUF.

BOLTED TO TOP RAIL, JAMBS AND HEAD

PERIMETER OF NETTING @ 5'-0" O.C. (MAX.)

M6 S.S. EYE BOLTS BY NETTING MANUF.

BOLTED TO TOP RAIL, JAMBS AND HEAD

PERIMETER OF NETTING @ 5'-0" O.C. (MAX.)

1 X 6 FIN. WD TRIM, EASED EDGES (PAINT)

KNOTTED #27, WHITE 4" BASKETBALL NETTING

(WEST COAST NETTING 'K27W-4' OR EQUAL)

STAGE
M128C

GYMNASIUM
M123A
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SCALE: 1"       =    1'-0"

C DETAIL AT PLATFORM S104C
A302

NOT TO SCALE

C ATHLETIC LOCKER BASE
A302NOT TO SCALE

1 GYM FLOOR DETAIL
A302

SCALE: 1 1/2"=    1'-0"

B SECTION @ WEST STAGE WALL
A302

1 03.19.19 CONTRACTOR CLARIFICATIONS


