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DESCRIPTIONDATEMARK

REVISIONS

CONSULTANTS

DRAWN BY: PROJ. MGR:

18013 A303

SHEET CONTENT

JOB NO. SHEET

C 2018

02.08.19CONSTRUCTION DOCUMENTS :

SECTIONS, DETAILS
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NORTH CAROLINA
WILMINGTON

GRACE
BAPTIST
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RENOVATIONS TO

3967 MARKET STREET
WILMINGTON, NC 28403

www.hostetlerarchitecture.com

PHONE:  910.612.1119

ARCHITECTURE PLANNING
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60 MIN. (MINIMUM RATED OPENING PROTECTIVE

CURTAIN WITH EGRESS (MCKEON - FIREFIGHTER

'MODEL D202E' OR APPROVED EQUAL)

JOIN EXISTING GYP. BD CEILING

TO NEW GYP. BD., REINF. JOINT

AND PREP FOR NEW FINISH

1/2" THREADED ROD SUPPORTS STAG.

@ 36" O.C., DRILL AND EPOXY INTO

CONC. FLOOR SYSTEM, VERIFY REQ'MNTS

WITH MANUF.

(2) LAYERS 5/8" GYP. BOARD

EXISTING CONC. FLOOR AND STL

BAR JOIST SYSTEM TO REMAIN

5" TUBE STL COLUMN (BEYOND)

SEALANT ALL AROUND EA. SIDE OF

TOP CHANNEL

SLOPED GYP. BD. SILL ON 1/2" PLYWOOD

SUBSTRATE

FRAMLESS GLASS WALL SYSTEM WITH 1 3/4"

ALUM. TOP RAIL AND 1" BOT. RAIL (DORMA

OR APPROVED EQUAL)

2X HORIZ. WD BRACE @ 32" O.C. OR AS

REQ'D

SEALANT ALL AROUND EA. SIDE OF

BOTTOM CHANNEL

5/8" TYPE 'X' GYP. BD.

2X4 WD FRAMING @ 16" O.C.

2X4 SOFFIT FRAMING ON 2X2 LEDGERS @

16" O.C.

(2) LAYERS 5/8" TYPE 'X' GYP. BD.(2) LAYERS 5/8" TYPE 'X' GYP. BD.

3 1/2" FIBERGLASS SOUND BATT.
2X WD STUD FRAM'G @ 16" O.C. (MAX.) W/

BOT. TRACK ATTACHED TO EXIST. FLR SLAB

W/ (2) ROWS P.A.F.'S @ 32" O.C. STAGGERED

3 1/2" FIBERGLASS SOUND BATT.

GYP. BD. JAMB (BEYOND)

(2) LAYERS 5/8" TYPE 'X' GYP. BD.

2X2 WD LEDGER

(2) 2X8 HEADER BM

2X4 SOFFIT FRAMING ON 2X2 LEDGERS @

16" O.C.

W8X35 W/ 3/8" TOP PLATE, REFER TO FRAME

ELEVATION SHEET A303

EXISTING 12" D STL BEAM TO REMAIN, BRACE

FOR INSTALLATION OF NEW STL BEAM

EXISTING CONC. FLOOR AND STL

BAR JOIST SYSTEM TO REMAIN

CENTERLINE OF NEW SRUCT. STL FRAME UNDER

EXISTING MASONRY WALL

5/8" TYPE 'X' GYP. BD.

PAINT (PNT-3)PAINT (PNT-3)

PAINT (PNT-3)

PAINT (PNT-3)

PAINT (PNT-3)

PAINT (PNT-3)PAINT (PNT-3)

1 HR RATED MASONRY WALL
(EXISTING)

1
 H

O
U

R
 R

A
T

E
D

 W
A

L
L

:
(2

) 
L

A
Y

E
R

S
 5

/8
"
 T

Y
P

E
'X

' 
G

Y
P

. 
B

D
.=

 4
0
 M

IN
. 

E
A

.
P

E
R

 L
A

Y
E

R
 (

N
C

S
B

C
T
A

B
L

E
 7

2
1
.2

.1
.4

(2
))

2X WD STUD FRAM'G @ 16" O.C. (MAX.) W/

BOT. TRACK ATTACHED TO EXIST. FLR SLAB

W/ (2) ROWS P.A.F.'S @ 32" O.C. STAGGERED

EXISTING CONC. FLOOR TO REMAIN

PAINT (PNT-3)
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11'-9" 13'-0" 11'-9"

8"

EXISTING MASONRY WALL

W8X35

HSS 5X5X1/4" W/ BASEPLATE

AS DETAILED 2/A303

HSS 5X5X1/4" W/ BASEPLATE

AS DETAILED 2/A303

EXISTING 12" DEEP STL. BM

EXISTING CONC. STRIP FOOTING

CONTRACTOR SHALL APPRISE ARCH.

OF EXISTING CONDITIONS AFTER DEMO

OF MASONRY WALL OPENING

MIN. 8" BEAM BEARING

(EA. END)

10" STL. BASE PLATE DRILL AND

EPOXY TO EXISTING FOOTING.  REFER

TO DETAIL 2/A303

A B

8
'-
0
"

4
"

1
'-
0
"

31'-6" F.V. COVER NEW WALL OPENING

3'-6" 2'-0"

7
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2'-0" 3'-6"

BREAK AWAY BOT. BAR
BOTTOM BAR RELEASE

(2) SOFT SURFACE EGRESS

DOORS

COIL BOX ABOVE SOFFIT, PROVIDE

POWER AS REQ'D (SEE ELECTRICAL)

NOTE:
 FIRE SHUTTER:  PROVIDE MCKEON 'FIREFIGHTER D202E' (OR

APPROVED EQUAL) VERTICAL OPENING PROTECTIVE CURTAIN WITH

EGRESS.  PROTECTIVE SHALL PROVIDE 60 MIN. FIRE RATING AS

REQUIRED FOR INSTALLATION.

TEXTILE FIRE CURTAINTEXTILE FIRE CURTAINTEXTILE FIRE CURTAINTEXTILE FIRE CURTAIN
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EXISTING CONC. FLOOR AND STL

BAR JOIST SYSTEM TO REMAIN

NEW CARPET FINISH

1X4 FIN. WD TRIM (PAINT)

STAINLESS STL. BUTTON CAP ON STAND-OFF

GLASS CONNECTOR

VERIFY W/ GUARDRAIL MANUF.

1/2" TEMPERED GLASS

1/2" 'FRY REGLET' GYP. BD. ALUM.

REVEAL TRIM

2X WD STUD FRAMING @ 16" O.C.

5/8" GYP. BD. CEILING ON 2X4 WD CEILING

JOISTS @ 24" O.C.

12" X 3/8" STL. PLATE GUARDRAIL SUPPORT

CONNECTED TO WD BEAM PER MANUF.

(2) 2X10" WD BEAM SUSPENDED FROM

STRUCTURE ABOVE

2X DIAG. WD STUD BRACE @ 24" O.C. KICK

TO TOP CHORD OF STL. JOIST AT PANEL POINT

9
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NOTE:
 GLASS RAIL SYSTEM:  DESIGN BASED ON ARTEC 'FOCUS'

GUARDRAIL SYSTEM, W/ NO TOP RAIL (OR APPROVED EQUAL)
CONNECTIONS BY RAIL MANUF. TO MEET CURRENT NORTH
CAROLINA STATE BUILDING CODE.

SCALE: 1"       =    1'-0"

D WALL SECTION
A303

SCALE: 1/4"   =    1'-0"

1

SANCTUARY BUILDING
STEEL FRAME ELEVATION

A303

2 BASE PLATE DETAIL
A303 SCALE: 1/4"   =    1'-0"

3 FIRE CURTAIN ELEVATION
A303

SCALE: 1 1/2"=    1'-0"

E WALL SECTION
A303


